ASTM

Properties™ Test Procedures Tolerance S7442  ST7440 S7395 S7426 S7390 ST310 S7416 S7443 S7403
Colar N/A /A Rust Rust Gray Rust Blue Green  Rust Rust Rust
Hardness (Shore A) D2240 +5 40 50 &80 60 60 70 70 70 a0
Tensile Strength (PS1) D412 Min 1025 1050 450 Q00 1000 200 900 &850 825
Elongation (%) D41z i 325 275 300 200 300 170 200 20 100
100% Modulus, PSI - - 100 175 250 300 200 434 250 200 400
Compression Seat (%) D295 Max

22 hrs @ 100°C - 10 5 15 10 10 15 10 15 10

70 hrs @ 150°C - 25 20 &80 20 20 &0 25 21 20

22hrs @ 177°C - 30 25 40 30 25 50 30 nfa 30
UL Rating (1) - - 3 - 1,23 3.4 - 3 2 - -

(1)1 =UL94 V-0, 2=UL%4HE, 3 = U157 JMLUZ, 4 = UL497

*Unless otherwise noted, these are test values, from a limited number of samples and should not be usad for establishing specific limitations

ASTM

Properties”® Test Procedure Tolerance E7T110 E7881 E7752 ET935 ET843 E7T731 ET972 ET885
Color MNIA MNIA Black  Black Black Black Black Black Black Black
Hardness (Shora A) Dz240 +5 55 60 7O 7O 75 75 80 a0
Tensile Strength (PSI) D412 Min 1200 2000 1600 1015 1700 1500 1900 1700
Elongation (%) D442 Min 500 500 300 250 200 125 100 180
100% Modulus, P31 - - 125 225 500 400 G586 1215 1000 1000
Compression Sat R Max

22 hrs @ 70°C 25 30 50 25 25 13 25 30

22 hrs @ 100°C 15 25 45 15 20 10 10 20

*Unless otherwise noted, these are test values from a limited number of samples and should not be used for establishing specific limitations.

ASTM
Properties® Test Procedure Tolerance N7021 N7931 N7786
Color NS A A Black  Black Black
Hardness (Shore A) D2240 +5 70 70 80
Tensile Strength (PS1) D412 Min 1500 1500 2000
Elongation (%) D412 Min 150 250 125
Modulus, PSI - - &00 &00 1400
Comprassion Set D3a5 Mz

22 hrs @ 100°C 15 15 25



ASTM
Properties® Test Procedure Tolerance C7923 C7025
Color [N/A [N/A Elack Black
Hardness (Shore A)  D2240 +5 70 B0
Tensile Strength (PS1) D412 Min 1500 1500
Elongation (%) Od412 hin 250 150
100% Modulus, PSI - - 1000 1000
Compression Set D395 MW
22 hrs @ 100°C 35 25
ASTM
Properties”® Test Procedure Tolerance V7835 V7928
Color IN/A [NSA Black Black
Hardness (Shore A) D2240 +/-5 75 a0
Tensile Strength (PsI) D42 Min 1600 1800
Elongation (%) D412 Min 175 100
100% Modulus, PSI - - Q00 1500
Compression Sat D395 Max
22 hrs @ 23°C 15 13
22 hrs @177°C 15 15
22 hrs @ 200°C g8 11
ASTM
Properties”® Test Procedure  Tolerance L7230 L7232
Color Blue Green
Hardness {Shore A) D2240 +/-5 &0 70
Tensile Strength (PsI) D412 min. 300 55
Elongation (%) D412 min. 200 155
100% Modulus, PSI - - 320 200
Compression Set D395 max
22 hrs @ 100°C 10 10
70 hrs @ 150°C 20 30

22 hrs @ 177°C 35 35



